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Measurement Result of the Radiation Dosage
around the Major Ports and International Airports in the Kinki Region

Major Ports

International Airports

★ Otsu City
0.034

(0.031 ~ 0.061)
〔19.4m〕

★ Kyoto City
0.055

(0.033 ~ 0.087)
〔16.9m〕

★ Osaka City
0.062

(0.042 ~ 0.061) 
〔20.0m〕

★ Kobe City
0.11

(0.035 ~ 0.076) 
〔34.0m〕

★ Wakayama City
0.034

(0.031 ~ 0.056) 
〔15.0m〕

★ Nara City
0.061

(0.046 ~ 0.080) 
〔1m〕

◆ Maizuru City
0.036

Unit: μSv/h (micro-sievert per hour) 
(  ): Range of past usual figures
〔〕:The height of the monitoring post

★ Ministry of Education, Culture, Sports, Science and Technology
URL: http://www.mext.go.jp/english/
Observation time: 09:00- 10:00, Mar,3, 2024

【Sources of  Measurement  Data】 ★, ◆ : Measurement  Points
◆ Ambient Radiation Information System, Kyoto Prefecture
URL: http://www.aris.pref.kyoto.jp/index.html
Observation time:  08:30am, Mar,11,2024

*The unit of the Radiation Dosage is converted at 1 nano-gray per hour (nGy/hr) to 1 nano-sievert per hour (nSv/hr).


